REFER TO PROTECTION NOTICE DIN ISO 16016

"The reproduction, distribution and utilization of this document as well as the communication of itscontents to others without express authorization is prohibited.

Bodenbretter als Option wahlbar

nur zur Veranschaulichung abgebildet

skids are an optional feature
shown for illustration purposes
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Nummerierung zur Veranschaulichung dargestellt
Numbering shown for illustration purposes

Gesamthohe / overall height

Gesamtlange / overall length

Lichte Lange / clear length
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Innenhohe / clear height

Gesamtbreite / overall width

Nutzlast [kg]

payload

mafabhangig
depending measurements

Auflast statisch [kg]

superimposed load - static / warehouse

mafRabhangig
depending measurements

Auflast dynam. (LKW) [kg]

superimposed load - dynamic / truck

Auflast dynam. (Sonstige) [kg]

superimposed load - dynamic / others

Kundenfreigabe / customer approval

Datum date

Name  full name

Schutzrechte
property rights

SchweiRangaben n. DIN EN ISO 2553

information on welding procedure according to DIN EN ISO 2553

Allgemeintoleranzen fiir Schweillkonstruktionen
general tolerances for welding assemblies

DIN EN 13920

Allgemeintoleranzen
general tolerances

DIN ISO 2768

alle MaRe in mm

all dimensions in mm

Oberflachenbehandlung

surface treatment
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Farbe Gewicht (kg)

color weight

mafRabhangig
depending measurements

Datum date Name

drawn by

Seed Container

Status konfiguriert
freigegeben I coniured Nein
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Die roten Kanten verfugen
Apply grout to the red edges

Die weillen Kanten sind bereits verfugt.
The white edges have already been grouted.

Alle Montagebohrungen sind vorgefertigt.
All mounting holes are pre-drilled.
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