Innenseite

Closed Base Perforated Base
(Standard) Water permeability: ~3,5%

Locations
worldwide

Fine Perforated Base Grid Base
Water permeability: ~54% Water permeability: ~84%

Employees

Euros annual

Split Base Open Base turnover

Water permeability: ~34% Water permeability: ~91%

Export quota

Private ownership

GEBHARDT has been developing
and manufacturing efficient logis-
tics solutions for trade and indus-
try for over 195 years. The compa-
ny, headquartered in Cham, is now
in its 6th generation of successful
family management. Traditional
values have been part of the com-
pany philosophy from the very be-
ginning. At the same time, entre-
preneurial vision and a willingness
to innovate have always been the
driving force behind change and
steady, sustainable growth. Today,
GEBHARDT generates a turnover of
75 million euros with almost 400
employees at five production sites
worldwide.

GEBHARDT Logistic
Solutions GmbH
FrithlingstraRe 2-3
93413 Cham
Germany

info@gebhardt.eu
+49 9971/841-0

GEBHARDT

Ergonomic handling

Safe storage and transport

of tires

Full compatibility of the
entire product family with a
market standard

High stability and robustness
Fast availability/short delivery
times

Key storage concept
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ECOTIRErack®

Basic Dimensions
(LXxW x H) in mm

Stacking
loaded /

empty

Pay-

load Tire Type

in kg

barrel stack

PCR, SUV,
TR-EC-05 | 12°€d 0T |5 3954 1250%2.200 | 143 /1+19 | 1.000 | ATV TBR
barrel stack two-
wheeler
TR-EC-12 vertical 2.395x1.250x 2.200 | 1+3/1+19 | 1.000 PCIZ’_I_flUV'
laced,
TR-EC-32 | vertical or |2.395x1.250x2.200 | 1+3 /1+19 | 1.000 PCR, SUV,
ATV, TBR
barrel stack
TR-TB-12 vertical 2.395x1.250x1.250 | 1+5/1+19 | 600 TBR
PCR, SUV,
TR-EC-53 | 240" |5 59541250 2.200 | 1+3/1+19 | 1.000 | ATV TBR
barrel stack two-
wheeler
TR-EC-61 vertical 2.295x1.250x 2.200 | 1+3/1+19 | 1.000 PClZ'Tf/UV'
laced,
TR-EC-81 | vertical or |2.295x1.250x2.200 | 1+3/1+19 | 1.000 PCR, SUV,
ATV, TBR
barrel stack
PCR, SUV,
TR-TM-01 | 128907 15 3954 1.400x2.200 | 143 /1+19 | 1.000 | ATV TBR
barrel stack two-
wheeler
laced
) PCR, SUV,
TR-TM-31| vertical or | 2.395x 1.400x 2.200 | 1+3 /1+19 | 1.000 ATV, TBR

LIGHTrack

TR-PC-10 vertical 2.395x1.106 x 850 | 1+8/1+19 | 300 PCR
TR-TB-10 vertical 2.395x1.106 x1.260 | 1+5/1+19 | 600 TBR, Agri
TR-AC-10 vertical 2.395x1.106 x 1.374 | 1+4/1+13 | 800 Agri

TR-AC-21 vertical 2.395x1.250 x 1.600 | 1+3 / 1+15 | 1.000 Agri
TR-AC-22 vertical 2.395x1.250x1.800 | 1+3 / 1+15 | 1.000 Agri
TR-AC-23 vertical 2.395x1.250 x 2.000 | 1+3 / 1+15 | 1.000 Agri
TR-AC-24 vertical 2.395x1.250 x 2.200 | 1+3 / 1+15 | 1.000 Agri

TR-EC-05 &
TR-EC-53 (container-optimized)

TR-EC-32 &
TR-EC-81 (container-optimized)

TR-TM-01

- The GEBHARDT LIGHTracks

—

TR-PC-10 TR-TB-10
TR-EC-12 &
TR-EC-61 (container-optimized)

TR-AC-10

- The GEBHARDT AGRIracks

TR-TB-12

TR-AC-21 TR-AC-22
TR-TM-31 H -
TR-AC-23 TR-AC-24



